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‘BUILT IN WDRK

o TEMPORARY WORK

[~ .sTUDS: - ALL MEMBERS'TNg '

"E,DOUBLE FOILED BLANKET

"“Q DOORS AND wxnnows" DOGRS'- EXTER OR -.1 3/#" THICK, s, Cy NHITE PINE MAKUFA TURE’MB
7 SHUTTERCRAF'Q 7 '“-OLQRADO, L3 APPROVED EQUAL., INTER[OR D RS e 3!8%

PART k DAMPROOFING

WORK INCLUDED AND PREPARATIONS OF SURFACE

| EXTERIOR FACE OF FOUNDATIONS BELOW FINISH GRADE. REMOVE EINE-AND LOOSE ‘MATERIAL EROM

-SURFACES TO: BE. DAMPROOFED.  FILL WIRE HOLES = AND CRACKS WITH. MORTAR AND CLEAN DOWN BEFDREV”

‘APPLYING COATINGS. CAULK.NITH PASTIC CEMENT AROUND PIPES ANCHORS AND OTHER ITEMS THAT A“f*"b"

PENETRATE THE DAMPROOFING.

MATERIALS AND APPLICATION

1/4" CEMENT PARGE, ASPHALT PRIMER 'AND . PURE" REF INED ASPHALT. APPLY PRIMER FOLLOWED BY
'TWO COATSOF PURE ASPHALT. DAMPROOFING' TO EXTEND FROM TOP OF FOOTING TO. APPROXIMATELY N
3" BELOW. FINISH GRADE. ~ SPRAY ON MOP -

-fﬂ; PART»E STRUQTURAL STEEL 5 MISCELLANEOUS METAL

MATERIALS s | |
' _AS saowu IN THE: DRAWINGS R AS. REQUIRED.

PART 6 MASONRY

MATERIAL'

ECQNCEETE aLocm-‘ SHALL BE ASHLAR SLUMP BLOCK u" X 8% X 16“ AS MANUFACTURED BY -
 DENVER,BRICK & PIPE ‘CO., P.0. BOX 2329, DENVER, COLORADO, USED FOR EXTERIOR. WALLS

GROUND™ FLOGR TO AND - INCLUDING THE FOURTH, AND ALL CHIMNEY MASSES RAISED FIREPLACE

JHEARTHS COLORADO 'SANDSTONE, 2 1/2" THICK AND AS SHOWN:ON DRANINGS "SEE" PLANS, .
.REINFGRCING.: AS. SHOWN. ON~ DRAWINGS. FIREBRICK: AS CALLED FOR" ON. DRAW!NGS._ FLUE‘f

CLAY TTLE:LFLUE- LININGS ‘AS- SHOWN' ON. DRAWINGS., MOTAR‘ “ALL ‘MORTAR. TO BE PORTLAND
-CEMENT. MGRTAR CURED AS PER BEST USAGE.: FlREPLACES' DAMPER - SUPERIOR HI—FORM

“MODEL' ML"-OR. EQUAL.'

”JLAYING BRICK AND MASONRY BLOCK

ALL BRICK AND BLOCK WORK SHALL BE LAID PLUMB LEVEL TRUE TO LINE IN FULL BEDS OF

"MORTAR; SHOVED NOT "LAYED, .IN: RUNNING BOND. MAKE dOINTS IN BRITK AND BLOCK WORK UNIFORM;Qng_-*"*‘

TOOL dOINTS_ON EXTER!OR AND INTERIOR BLOCK SURFACES.

BUILD—IN ALL REQUIRED BOLTS ANCHORS LINTELS FLASHINGS AND ETC. CONSULT GTHER TRADES

CING ADVANCE AND MAKE': PROVISIU,S "FOR': INSTALLATION QF THEIR WORK IN GRDER,TO AVQID CUTTTNG .

AND PATCHING.. BUILD IN HORK" SPECIF[ED;DNDER OTHER - SECTIONS OF - THE SPECIFICATIONS AND R
WORK PROGRESSES | L . T

INSULATION S
FILL cogss OF BLOCK wITH ZONOLITE, WL R, GRACE § COMPANY.

PD!NTING AND CLEANING

UPON COMPLETION ALL MASONRT SHALL BE CLEANED, POINTED AND LEFT IN A CONDITION

'A ACCEPTABLE T0 THE ARCHITECT.];;

PART 7 CARPENTRY AND MILLNORK

1o BUILD AND. MAINTAIN ALLLGUARD RAJL _RUNWAYS AND LADDERS REQUIRED DURING CONSTRUCTION. .

St ALL MEMBERWSTRESSED an BENDING SHALL BE NO 1 DF: (CONSTRUCTION GRADE)

* BEAMS ‘AND .
LANY DESIGNLf

HAL BELCEDAR OR HHITE PINE "C" SELECT OR BETTER OR
PGSED T0 HARP!NG._ BACK PRIME AND KERF WHERE NECESSAR

:”-q" THICK FIBERGLASSLELANKET INSULATIONWBDUND-IN s
CEILING INSULATION,SHALL ‘BE u“ THICK

CONTRACTOR S OPTION.

EXTERIOR PLYWODD SDFFlT




